KEYTEC, INC.  520 Shepherd Dr. Garland, TX  75042 USA  Tel: 972-272-7555, Fax: 972-272-7501 sales@magictouch.com 

Large Touch Screen Custom Design Check List  (Film-on-Film plus backing material)
Contact Information:
Company Name: ______________________________  Contact Name: ________________________________
Tel: _________________________  Fax: ________________________  Email: ___________________________
Address: ____________________________________________________________________________________

Materials: The touch screen is made of two layers of  0.18mm (0.007" or 7 mil) thick ITO coated polyester with anti-glare scratch resistance coating on the surface. 

Backing Layer: 
______4.76mm (3/16") Tempered Glass - typical for internal built-in type.
______9.5mm (3/8") Acrylic Plexiglas - typical for external add-on type.
______Other, please specify: ________________________________ 

Quantity needed:   immediate: ____, within one month: ____, within 3 months: ____, future: ____.
If this is for external mounting type, do you need a matching mounting frame?  ____ Yes, ____ No.   Note: We have several standard mounting frames for 32", 40" and 42".  Custom sizes are available with minimum order of 10 sets.

Dimensions:
	[image: image1.png]Outside

Outside

A
Active
8 E
— Lo
[ Opaque
Solder point
-
=
Aetual color
code of wire
=
=
w

4-wire telephone cable N

=/

6P/4C RI1L plug




The location of the tail may be changed, please mark.
Measurements: ______mm ______in 
A______ B______ C ______ D______ E______ F ______ (D can not exceed 39" or 990 mm)
Dimensional tolerance: +/- 2.5 mm (0.1”).
Surface: anti-glare and anti-scratch 3H hard coating.
Cable length: 183 cm (6’) typical, extension available.
Controller selection: ____ USB or _____ serial.
Compatible OS: Windows 98, ME, 2000, XP, Vista, Linux, Mac. Please specify OS: _______
Note: The surface of the touch screen may not be always perfectly flat due to its large size.  However, this does not affect its functionality, and the temperature from the display will gradually stretch the surface to flatter condition.  If surface flatness and high clarity are important to you, please consider using our OPTIR Touch.


